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EF+

� The large sized connectors guarantee a great torque resistance. 
The telescopic section prevents any requirement to cut the foil 
sections when adjusting.

� Option : special partavailable for «R» foil section adaptation.

� Waterproof swivels, high load resistant :

- C 39 ‡ EC 39, C 47 ‡ EC 47
- C 47 ‡ EF+ 550, C 600 ‡ EF+ 650

Toggle and stainless steel link plates
Fitted according to bottom forestay terminal (turnbuckle+ toggle 
or eye + toggle). Toggle and stainless steel link plates are deli-
vered in the standard kit .

Boat
length

(m/ feet)
Max forestay Ø

Section /
Swivel

Model ref
Forestay
length

Power /
Rotation

speed (max)

Amperage
/ Voltage

9 ‡ 12 m
29’ ‡ 39’

8 mm SX 39
/ C 39

EC 39
(12 /24V)

14 m50 400 W
40RPM1

40 A / 12 V
24 V (20A)
on request10 mm* 16 m50

12 ‡ 16 m
39’ ‡ 48’

12 mm SX 47
/ C 47

EC 47
(12 /24V)

18 m50 800 W
55RPM1

40 A / 24 V
12 V (80A)
on request12,7 mm* 20 m50

15 ‡ 18 m
45’ ‡ 55’

12,7 mm
SX 47 / C 47

EF+550 
(12 /24V)

18 m50 800 W (12V)
1200 W (24V)

33 RPM1
30 A / 24 V
60 A / 12 V14 mm* 20 m50

+ 18 m
+ 55’

16 mm / 19 mm*

SX 53 / C 600
EF+600

(12 /24 V

20 m50
800 W(12V)
1200 W (24V)

33RPM1

40 A / 24 V
60 A / 12 V

22 m50

22  mm
22 m50

24 m50

EC & EF+ Technical datas :

RPM1: Rotations per Minute

Complete kits : 
- motorization kit (drive unit, stainless 
steel link plates, toggle, relay box,
circuit breaker)
- foil section kit
- swivel, halyard deflector wheel

Options : 
- wired or radio remote control
- emergency continuous line system
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ELECTR IC MOTORIZED FURL ING SYSTEMS

EC & EF+ ELECTRIC MOTORIZATION RANGE

EC & EF+ FOIL SECTIONS & SWIVELS

� Remote control option (Wired or radio version ) : see page 18

*Installation with swage rigging screw or “manual”

EF+

EC

FACNOR 2018_uk.qxp  04/01/2019  15:09  Page17




