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Furling power 
thanks to the torque 
of the continuous line drum

■ The Relay box is a polarity inversing gear
that is placed between the power supply (battery
+ circuit breaker) and the drive unit. It inverses

the rotation direction and therefore 
enables to furl in or out. the foil sec-
tions turn at constant speed  

■ Waterproof circuit breaker
(delivered in the standard kit) :
turns off the furling gear in
case of overheating (due
to a Genoa sheet not
released for instance).

Wired

Version Radio

Commande
filaire

Furling in/out control box
Commande
d'enroulement / déroulement

Coupe-batterie

Fitted-in
battery cut-out

Disjoncteur
thermo-magnétique Enrouleur électrique

Boîtier relais

Batterie

Wireless version

Electric Code
sail furler
Emmagasineur
électrique

ELECTRIC MOTORIZED FURL ING SYSTEMS

Adaptable on any standard model of 
electric/hydraulic furlers 
Ref. 03039000200. 

Delivered inside a protection 
bag and with an endless line 
(8mm Ø) 

Compactness

Continous furling line 
- Easy : pull the continuous line to 
manually operate the furling system. 
- Quick

RELAY BOX / REMOTE CONTROL

OPTIONS

Self-locking device 
Standard square drive 
winch socket.

> Relay box instructions

https://www.facnor.fr/ftpfacnor/Notices/Enrouleurs_motorises/ENEC_39-47_NT_RELAYBOX_29160050151.pdf

